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INVESTIGATION OF AXTALLY SYMMETRIC FLOW OVER STEPS AT
TRANSONIC SPEEDS WITH COMPARISONS OF ESTIMATED
AND EXPERIMENTAL DRAG RESULTS

By George H. Holdaway and Minor R. Wallace, Jr.
SUMMARY

This investigation was directed primarily toward the problem of pre-
dicting the experimental wave drag for configurations which have discon-~
tinuities in ares distribution and thus infinite theoretical wave drag.
Rings of three different heights were tested at transonic speeds on a body
of revolution to form forward- and rearward-facing steps. The basic body
was a fineness-ratio 12,5 Sears-Haack body. The rings were also tested
with 10° fillets to remove the step in the aresa distribution. Adding
a 10° fillet rearward of the ring caused almost no reduction in experi-
mental total drag, whereas a 10° fillet forward of the ring caused
reductions up to 60 percent.

As expected, the agreement between the experimental and computed wave
drags of the ring-body combinations without flllets was very poor. When
fillet areas, to remove the step in the area curves, were assumed for the
computations, the agreement was improved; however, for the larger rings,
drag differences as large as 200 percent were still obtained,

The total drag of the ring models was estimated with good accuracy
by simply adding to the experimental basic-body drag an increment computed
from the measured pressures on the faces of the rings. These face pres-
sures were also used to study the analogous problem (steps in the area
distribution curve) of ducted bodies operating at reduced mass-flow ratios.
Comparison of estimated results based on the ring-face pressures with
experimental results indicated that reasonable estimates of the total-drag
increases wilth reduced mass-flow ratios could be made.

INTRODUCTICN

A procedure for the computation of the zero-1ift wave drag of air-
planes based on ‘the theory of reference 1 has been developed (ref. 2)
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vhlch 1s practical.and accurate, provided certain limlts of the theory
are not exceeded., These limits are discussed in reference 3 whilich also
calls attention to local 1ift effects which should be considered for
asymmetrical configurations at supersonic speeds., An lmportant limita-
tion of the theory, and thus the computing procedure, is that in general
there must be no discontinuity in any area distribution or the derivative
of the area distribution intercepted on the alrplane by any set of cut-
ting planes; that is, all component parts of the alrplane and the total
alrplene are slender with smooth cross-sectional ares distributions. (Dis-
continuities in the derivative of other than the normal area distribution
are admissible in the theory if the discontinuities are integrable, that
is, logrithmic singulerities.) However, it was noted in references 2

and 4 that with slight nonintegrsble discontinuities in the derivative

of the area distributions, reasonably accurate wave-drag coefficlents were
computed i1f the harmonic analysls was limlted to about 25 terms. The cal-
culated values were for area distributions inherently smoothed by the
harmonic asnalysis, amd it was suggested In reference 2 that smell dlscon-
tinuities might actually be smoothed by the boundary-layer effects. On
the other hand, for configurations with discontlnuities in area distribu~
tion (e. «Sey produced by an engine duct with a mass-flow ratio other

then 1.0), the computed "smoothed" area distribution and the wave drag
varied merkedly with the number of harmonics used to represent the area
distribution. As brought out in reference 2, this is to be expected
because if an infinite number of harmonics were used to represent the
exact area distribution, an infinite drag would be predicted when there

is a step in the area curve.

Investigations of the flow over two-dimensional steps such as those
reported in references 5, 6, and 7 indicated that & wedge of separated
flow generally occurred sheed of the step. In each case it was observed
that the separated flow region was not completely stationary, because
there was some circulation or mixing within the pseudo dead-alr region.
However, a possible approach to obtain finite wave-drag computetions in
reasonable asgreement with experimentation would be to agsume the "wedge"
to be dead alr and add its area distributlon to that of the existing con-
figuration. Thils would tend to tie in with the concept that poteantial
theory for a body would be more exact, relative to experiment, if the
displacement thickness of the boundary layer were added to the body radii.
A study of pressure ratios and schlieren pictures of reference 7 indicated
that for two-dimensional turbulent flow, the wedge angle for a forward-
or rearward-facing step was gpproximstely 10° at s Mach number of 1. 3.
This separation angle increased slightly wilth increasing Mach number to
about 13° and 17 at M = 3.00 for a forward- and rearward-facing step,
respectively. The previously mentioned references on separated flow over
steps did not include transonic data.

The present investigation was undertaken to gain some insight into

the problem of predicting the experimental wave drag of a configuration
which has a discontinuity in its area distribution and to provide some
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transonlc data for separated flow over steps. The harmonic-analysis
method of reference 2 was used to predict the wave dreg, and the solu-
tlons were limited to 25 harmonics which have been adequate and most com-
monly used in previous applications of the method. The configuration
selected for study was a body of revolution with a ring located near the
body meximum dismeter to produce forward- and rearward-facing steps.
Three ring sizes were chosen to provide a varistion in the magnitude of
the step discontinuity. In addition, fillets with a slope of 10° were
provided to falr in the forwaxrd am&/or the rearward edges of the rings for
some of the tests. The smallest ring was selected to simulate roughly a
possible change in area distribution due to a change in mass-flow ratid
for & scoop-type duct similar to thet discussed in reference 2.

SYMBOLS

Cp zero-1ift drag coefficient, dreg et zero 1ift
O qsb
ACp experimental drag-rise coefficient above subsonic level
© at M = 0.90 or theoretlcal wave-drag coefficient, both
at zero 1lift
Pz - P

QP pressure coefficlent,
h step height
L(x) projection of resultant force on oblique section
1 fuselage length
M free-stream Mach number
N number of texms or harmonices used in the Fourler sine series
PZ body-surface local pressure
P free-stream static pressure
a free-stream dynamic pressure
R Reynolds number
o body radius at maximmm diameter
] projection of Sg on plene perpendicular to the x axis
Sy maximum cross-sectional area of basic Sears-Haack body
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Bp face ares of ring

Sg : ares formed by cutting configuration with parallel planes
tangent to the Mach cone

X coordinate along the longltudinal axls of the body

X
JF Eéifl dx equivalent area distrlibution of the oblique force term,
o 2 reference 3

B IM2 - 1
MODELS AND TESTS

The basic body and three rings, each 6 inches in length but of dif-
ferent step heights, are defined by an equation and a geometric sketch
in figure 1(a). The rings had step heights corresponding to increases in
maximum body diemeter of 11.1, 22.2, and 33.3 percent, and will be referred
to hereafter as rings A, B, and c, respectively. The basic body was &
Sears-Haack body (a minimum-wave-drag body for prescribed volume and
length), and haed a closed-body fineness ratio of 12.5 and a maximum radius
of 4.5 inches. The rings were centrally located near the maximum dismeter
of the body. PFor some tests, 10° fillets which eliminated the steps in
the area distributions as shown in figure 1(b) were added ahead of and
behind the rings. A photograph of ring A and the basic body mounted on
the sting in the test section of the Ames 1lh4-foot transonlc wind tunnel
is shown in flgure 2.

The Ames lhi-foot transonic wind tunnel is a closed-return type with
perforated walls in the test section. Sectlional sketches of the high~
speed regions of thie transonic test facllity are presented in flgure 3.
The flexible walls ahead of the test section are controlled to produce
the convergent-divergent nozzle requlred to generate supersonic Mach num-
bers up to 1.20., This tunnel is similar to the smaller Ames 2~ by 2-foot
transonic wind tunnel which is described in detall in reference 8. One
exceptlon, however, is that the 1lh-foot tunnel is not of the variable-
density type, but operates at atmospheric pressures. Models are mounted
on a sting and the forces are measured as electrical outputs from a
strain-gage balance located within the model.

The test date Included schlieren picbures and force and pressure
measurements taken at zero angle of attack. The location of the pressure
orifices on the bodies is shown in figure 4. Three radiel positions of
pressure orifices were used on the body to provide more accurate pressure
distributions. Note that more complete pressure measurements were taken
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with ring A than with rings B and C. The Reynolds number per foot for
these tests was sbout h,500,000 throughout the test Mach number range
of 0.80 to 1.20 as shown in figure 5. The Reynolds number based on the
distence from the body nose to the forward face of the step was almost
20,000,000 for the tests. Turbulent flow in the boundary layer was
insured by fixing transition with size 60 grit Carborundum distributed
over the forward inch of the body nose as shown in figure 2.

RESULTS AND DISCUSSION

The results will be presented and discussed in two sections. The
first part will be concerned with the experimental drag coefficients and
the estimation of the wave drasg, and the second part will deal primarily
with the pressure deta and a procedure for the estimetion of the total
drag. In each case the deta are for zero angle of attack and zero 1lift.

Drgg Coefficients and the Estimation of Wave Drag

The experimental drag coefficients for the basic body with various
rings and fillets are presented in figure 6. Figure 6(a) contains the
data for the smallest ring (ring A) and illustrates the effect of adding
either the forward 10° fillet, the rearward 10° fillet, or both fillets.
An interesting observation that can be made from this figure is that at
transonic speeds the rearward fillet caused almost no reduction in the
drag coefficlents, whereas the forward fillet caused a substantial reduc-~
tion, approximately equal to that with both fillets (15 to 40 percent).
Similar results were obtained with the larger rings; however, for these
models the reductions in drag coefficients due to the forward fillet were
of the order of 20 to 60 percent (figs. 6(a) and 6(b)). The rearward
flliets were partially effective in reducing the drag coefficients at
the lowest and highest test speeds.

Because of the decrease in drag coefficient with increase in Mach
number from 0.80 to 0.90 for the body with ring C and the slight drag-
coefficient differences hetween the two Mach numbérs for the other two
rings, M = 0.90 was selected as the reference for computing the drag-rise
coefficients for the ring-body models without fillets. Purther, the tur-
bulent friction-drag coefficlent variation with Mach number is slight for
these tests (0.002, based on the charts of ref. 9) and was therefore neg-
lected. For these two conditions, the experimental dresg-rise coefficients
shown in figure 7 for the ring-body models are considered as representing
the theoretlcal wave-drag coefficients. It is obvious that the computed
results greatly overestimate the experimental drag-rise coefficients
except for the smallest step. For these calculations the wave-drag coef-
ficlents were computed from area curves for Sears-Haack bodiles to closure
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and were corrected by subtracting the estimated contribution of the cut-
off portion (AGD = 0.0118 based on a theoretical pressure distribution
for M = 1.20). The flagged symbols indicate the computed wave-drag
coefficients for the rings with two assumed 10° dead-alr fillets.

As mentlioned previously, the 10° fillets were assumed in order to
simulate the boundary of the retarded air ahead of and behind the rings,
and thus obtain a conflguration which would heve finite theoretical wave
drag. As shown in figure T, the computed results for ring A were only
slightly affected by the addition of assumed fillets to the area curves
anelyzed. For rings B and C the magnitude and trends of the experimental
data at supersonic speeds were more nearly predicted by the addition of
the assumed fillets; however, the results indicate that the assumption of
the 10° fillets to represent the boundexry of the retarded-flow reglons
about the ring-body models without fillets is generally a poor one at
transonic speeds. The schlieren pictures also indicate that the assump-
tion of the 10° angle does not 1n general represent the boundary of the
alr flow about the rings without fillets. Nevertheless, some insight as
to the boundary of the flow at transonlic speeds over steps is provided by
the representative schlieren pictures presented in figure 8 for ring C
with and without fillets. Similar schlieren results were obtained for
rings A, B, and C, but the separation was more easily seen for the larger
ring C. It 1s evident from figure 8 that the mixing reglon rearward of
the ring at the higher subsonlc speeds extends almost straight back from
spproximately the top of the rearward-facing step whether there is a
fillet or not. This mixing region at the rear of the rings was only
slightly thinned at M = 1.00 and thus at this Mach number & more loglecal
approximate representation of the flow over the rearward-facing step would
be a constant area distribution for the rear half of the body equal to
the maximum frontal ares of the ring and body. This assumption is approx-
imete but more exact measurements from the schlieren pictures dld not seen
to be Justified due to the evident mixing of the air, Based on the assump-
tion of & 10° forward fillet and & constant area for the rear half of the
body the revised wave-drag coefficlents for M = 1.00 were ag follows:

Co: ted
Ring e Experiment

10° fillets|Revised

0.2107 {0.0847 0.1329
0.5919 |[0.2268 0.2573
0.8177 {0.3458 0.367L

Qe

It is evident that the revised computations agree much better with exper-
iment, particularly for rings B end C. Such agreement is fortuiltous
because it is well known that the theory does not apply at M = 1.00 and
therefore agreement with experiment 1s not to be expected; however, these
comparisons are Intended to indicate that equivalent fairing of

00111 i i B
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discontinuities by viscous effects may account for some of the fortultous
agreement between predicted and experimental drag coefficients for config-
urations with discontinuities In area distribution. As the Mach number
increases above 1.00 the mixing reglons apparently approach the assumed
fillet shapes, as indicated (more clearly for the rearward-facing step)

in figure 8. The bottom picture in figure 8(c) indicates that at M = 1.20
the boundary of the air flow shead of the forward-facing step is similsr
to that anticipated on the basis of prior two-dimensional results. The
alr flow at M = 1,20 seems to be attached to the rearward fillet and
separsted in front of the step, with the boundary of the retarded-alr
fillet extending from the forward shock wave to the top of the step with
8 form approximsting the rearward fillet, Thus, at M = 1.20 the assump-
tion of 10° fillets appears at first to be a reasonable approximation to
the boundary of the retarded-air region. However, s more detailed study
reveals that this 1is not the case. Some mixing of the alr within the
retarded-alr reglon appears to be llkely from the schlieren pictures, and
the total drag data of figure 6 shows a marked change in drag of the
ring-body model as a result of adding the forward filllet.

Even though the prior discussion indicates the lnadequecy of the
assumed 10° fillets in representing the boundary of the £flow about the
ring-body models wlthout fillets, it 1s interesting to note that some
similarity does exist between the experimentsal drag-rise coefficients of
the models with and without fillets. This is illustrated in flgure 9
which presents the experimental drag-rise coefficients sbove M = 0.90.
On the basis of these data alone one might have concluded that the
assumption of 10° fillets was a reasonsble one.

Considering agelin the computed wave-drag coefficients for the ringed
bodies, it is of interest to note the actual shapes represented by the
computations limited to 25 harmonics. Figures 10(a), 10(b), and 10(c)
present such shepes which are identified in the figures as check solutions.
It is quite evident, particularly at M = 1,00 (fig. 10(a)), that the
solutions are for wavy bodies which tend to fair the steps in the ares
curves due to the rings but f£fit the originsl area curves very poorly.

The best representations are for ring A and the higher Mach numbers where
the computations tended to approach the experimental values. The waviness
which extends over the entlre length of the bodies partially accounts for
the extreme wave-drag coefficients computed for rings B and C (presented
earlier in fig. 7) and is not characteristic of the viscous effects. It
should be noted that a sizable difference between computations and exper-
Imental data continued to exist after the waviness was reduced by the
addition of assumed fillets.

The effect of adding fillets was beneflicial in improving the agree-
ment between the glven area curves and the check solutlions as shown by the
solutions for M = 1.20 presented in figure 1l. With the agreement shown
in figure 11, one would expect very slight differences between computed
and measured drag-rise coefficients for the model with both fillets. This
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was not the case for the larger ring models for experimental drag-rise
coefficients above M = 0.90 as may be seen FTrom the following table for
the ring models with forward and rearward fillets (M = 1.20).

_ Experimental drag-
Ring] dggmngzgf¥2§:nts rise coefficients
& Zbove M = 0.9]Above M = 0.8
A 0.1602 0.1655 0.1751
B 0.3865 0.2499™ 0.3105
c 0.5380 0.2845 O.hh12

The data of figures 6 and 8(b) clearly indicate for the ring-body models
with fillets thet if M = 0.8 is used as the subsonic drag level a more
accurate appraisal of the drag-rise coefflcients could be made. As showm
in the preceding table, for this reference Mach number, the agreement
between computed and experimental drag-rise coefficlents is more nearly
of the order to be expected from an examination of the given area curves
and check solutions shown in figure 11.

The computed wave-drag coefficients so far discussed neglected the
oblique forces comsidered in the more compléte wave-drag equation pre-
sented in reference 3 (i.e., BL(x)/2q). Neglecting the oblique force or
"11ft" term at Mach number 1.00 is fully Justified (B = 0); however, at
supersonic speeds this factor is zero only for symmetrical, smooth, high-
fineness-ratio bodies. A plot of the magnitude of the "1ift" term for
ring A at M= 1.20 in terms of equivalent area distribution is shown in
figure 12. For the combined area-distribution curve of figure 12 cor-
rected for the cut-off body the computed drag coefficient is 0.1880.
Since this value for the smallest ring is greater than the previous com-
putation (which was in turn greater than the experimental results), it is
evident that the failure to get agreement with experimentation for all the
rings is not due to ignoring the pressure term. The obligue forces were
computed from pressure measurements which will be discussed next.

Pressure Coefficlents and the Estimation of Total Drag

An example of the experimentel pressure-coefficient distributlons
for three radlsl positions for each ring model 1s shown in figure 13
for M = 1.00. The pressure coefficlents for the basic body wlthout a
ring are shown by the dashed curve and were obtained from reference 10.
From data similer to figure 13 it was evident for ring A that the
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peak-pressure coefficients, as , l
defined in the accompanying sketch,

were not measured by the pressure
orifices in the original model, par- Minimum
ticularly at the rear of the step; [/ Peck
therefore, additional pressure ori- AN
fices were added to this model as
discussed previously in connection
with figure L. These additional
data points are shown in figure 14
which also presents the faired data
curves for each ring model at
various Mach numbers. The peak
pressures for ring C were measured,
but generally those for ring B were
only approximsted.

—X

Pressure cosfficient, Cp

Moximum
It is of interest to note that + T~

the pressures near the forward face

of the rings are more positive then the pressures at the rear of the rings
are negative, even though the negative pressures of the basic body tend

to make the pressures near the rear of the step numerically greater. This
indicates thet the largest contribution to the drag of the ring-body
models comes from the forward-facing step and this fact partially explains
the greater reduction in drag obtained with the forward fillet in compari-
son with the rearward f£illet; although, the major portion of the drag
reduction is probably due to the change in pressures resulting from the
addition of the forward fillet.

Peak-pressure coefficients for the forward-facing steps have been
plotted in figure 15 along wilith the two-dimensional supersonic results
of reference T; the coefficients have been converted to & notation similar
to thet used in reference 7. The data of reference T indicate that the
pressure coefficients for the separation point tend to merge at the lower
supersonic speeds with the pesk-pressure coefficients and the trend of
this two-dimensional dabts merges with the trend of the axially symmetric
three-dimensional data of this report. It is also of interest to note
that there is a consistent increase in this pesk-pressure coefficient
with increase in the height of the step at each Mach number with greater
increases occurring at the higher Mach numbers.

Realizing that the pressures on the flat top of the rings would not
contribute to the drag of the models and that the pressures on the
slightly curving body neaxr the rings would contribute very little to the
drag, i1t was concluded that the pressures on the forward and rearward
faces of the steps would be the primary varlables affecting the total
drag of the models. Figure 16 contains faired curves of the pressure-
coefficient variation with Mach number for the forward and rearward faces
of ring A, and spproximate face pressure coefficients for rings B and C

GO .
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obtained from pressure orifices located on the body near the ring faces,
Rings A and B have almost ldentilcal pressures at their forward face and
the pressures at thelr rearward face follow consilstent and similar trends
whlch should be representative of rings of similar or smaller sizes simi~
larly mounted In pressure flelds of almost zero gradient. The variation
wlth Mach number of the face pressures for ring C is roughly similar to
that of the other rings, but the pressures on the forward face are larger
and the pressures on the rearward face are more erratic. The dip in the
pressure coefficients for the rearward face of all the rings at subsonic
speeds 1s probably due to & shock wave moving aft of the step as indicated
at M = 0.9 in figure 8(a). This is undoubtedly the source of the dip

in the drag coefficient of xing model C at this subsonic Mach number
(fig. 6(b), ring alone data).

The pressure coefficlents of figure 16 were used to compute the total
drag of the models with the rings. This was done by simply adding to the
experimental drag coefficients of the Sears-Haack body, obbtalned from
reference 10, an increment equal to the differemce in the forward- and
reaxrward-face pressure coefficients multiplied by the ratio of the face
aresa of the rings to the maximum cross-sectional area of the basic
Sears-Haack body, that is,

5S¢
8o = &, <?Pforward face cprearward fac%)

The results of such approximate calculations are shown in figure 17 to be
in agreement with the experimental results wlthin about 10 percent or less.
These emplrical estimates could not have been made prior to this Investi-
gatlon because of the lack of transonic data. Thus, although reasonable
estimates at transonic speeds of the wave drag of rings B and C could not
generally be made by harmonic analysis, falrly good estimates were made
from the face pressures. If the body neer the steps had a large amount

of curvature in the streamwise directlion, the entire pressure distribution
in the reglon of the steps would have to be considered, and should have
been considered in this case had greater accuracy been desired.

The pressure date from these tests of bodies with rings were used to
study the analogous problem (steps in the ares=distribution curve) of
ducted bodies operating at various reduced mass-flow ratlos. Estimates
of the increase In zero-llift drag coefficients with reduced mass-flow
ratio are illustrated in figure 18 for two experimental investigetions
of scoop~type ducts reported in references 2 and 11l. The forward- and
rearward-face pressures for ring A were used to compube the estimated
change in total drag with changes in mass-flow ratio in the same manner
as Tor the preceding estimates of total drag for the ring models. The
face pressures of ring A were used because the eguivalent area steps due
to change in mass-flow ratlos (in percentage of the meximum cross-sectional
area of the bodies) were less then thet of ring A, The possible slight

e CONTF LD BN TR,
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varlation of drag inslde the ducts wlth the differences in mass-flow
ratios was neglected. The agreement between the experimental and esti-
meted results 1s fair and is best at subsonic and supersonic Mach numbers.

SUMMARY OF RESULTS

The primary results of this transonic investigation of bodies at
zero 1ift with forward- and rearward-facing steps formed by a ring around
the central region of the body may be summarized as follows:

1. Adding a 10° fillet at the rear of the ring caused
almost no reduction in total drag, whereas a 10° fillet Fforward
of the ring caused reductions up to 60 percent.

2. The experimentsal drag-rise coefficients of the models
with rings were altered by the addition of fillets to a much
lesser degree then were the totel-drag coefficients.

3. The assumption of fillet areas to remove the steps in
the area curves generally improved the comparison between exper-
imental and computed wave drags for the ring-body combinetlons;
although, even with this assumption, the computed values for
the larger rings were about 200 percent greater than the exper-
imental values.

4, Schlieren pictures indicated that the boundary of
the separated reglon near the steps resembled 10° fillets
at M = 1,20, but at Mach numbers neesr 1.00 the "separated"
mixing region extended almost straight back from the rear-
ward edge of the ring.

5. Adding the oblique~force term to the wave-drag
analysis of the ares curve for M = 1.20 for the model with
the smallest ring resulted in poorer agreement of computed
wave-drag coefficients with experimental drag-rise coeffi-
clents.

6. The total drag of the ring models was calculated with
good. accuracy by simply adding to the experimental baslc-body
drag sn increment computed from the measured pressures on the
step faces of the rings.
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T. A falr estimate of the increase in drag with decrease
in mass-flow ratic for two ducted configurations was obtained
by utilizing the face pressures measured on the ring models.

Ames Aeronsuticel Laboratory

L,

Netionel Advisory Committee for Aeronautics
Moffett Field, Celif., May 2k, 1957
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Figure 1.~ Ring-body models.
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Pressure orifice stations
- A o
) ) Additional orifice stations 8=90°
All configurations for model with ring A \
8=0",225%and 90° 8 = 90° only
Orifice X Orifice X 22.6*
station inches station inches 0°
| 350 27 5C.30
2 10.50 28 51.05
3 17.50 29 51.50
4 2490 30 51.60
5 30.28 3t 5170
g g%%g gg g:gg Section showling orifice locations
8 36.99 34 52'-00 around the bﬂdy
9 38.33 35 B2.10
10 39.67 36 52.10 Face of forward step
T G
38 3|
13 46.38 39 55.10 Tge"f“e“"“td"
14 4907 40 56.10 ween Staps
15 5175 4| 67.10
16 59.81 42 68./10 Face of rearward step
17 6249 43 58.10
18 63.84 34 58.20
|9 €5.18 45 58.30
20 66.52 46 5840
21l 67.86 47 58.50
22 7056 48 58.60
23 73.23 40 58.70
24 7892 50 59.15
25 gl.29
26 86,66

Flgure 4.~ Locatlon of pressure orifices on the bodies.
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Figure 5.- Reynolfls number per foot envelope curve for all the tests.
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Zero-lift drag coefficient, Cp
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(a) Ring A and Ring B.

Figure 6.- Zero-lift drag coefficients for the basic body with various

rings and fillet combinations.
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Figure 6.- Concluded.
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Figure T.~ Zero-1ift drag-rise coefficlients for the ring-body models
and wave-drag coefflcients computed by means of 25 harmonics.
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(a) Without fillets.

Figure 8.~ Schlieren pictures of the air flow over ring C with and
without 10° fillets (step height 1.5 in.).
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(b) With both fillets.

Figure 8.~ Continued.
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(e¢) With rearward fillet.,

Figure 8.~ Continued.
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(d) With forward fillet.

Figure 8.- Concluded.
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Filgure 9.- Zero-lift drag-rise coefficlents for the ring-body models
with and without the 10° fillets.
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Figure 10.- Theoretical check solutions for N = 25 In comparison wlth the glven aree distributions
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Figure 10.- Continued.
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Figure 10.- Concluded.
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Figure 1l.- Theoretical check solutions for N = 25 in comparison with the given area distribu-
tions for M = 1.20 for the ring-body models with forward and rearward P1llets.
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Flgure 12.- Equivalent area curve based on the more complete wave-drag equation of
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Figure 13.~ Surface pressure coeffilcients of the ring~body models
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Figure 1l.- Surface pressure coefficients for the ring-body models gt various test Mach numbers.
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Figure 1l4.~ Continued.
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HoILCY WH VOVN




1 it
= ™ n

o

Pressure coefficient, Cp

Body station, x,in.

(g) M = 1.025

Figure 1lh.- Continued.

o] Ring A
— —— Ring B
~— — Ring G
o] &)\
W\
ol \
“1 {
e \ D
L] \
o |1\
LI
|
‘R}: =<~
NS T Tt >
/;::___. \\\\\\ Ring
\\\\\
WA
LAY \
\
N
W\
\\
X
10 20 30 40 50 60 70 80 90 100

W(

H2HLEY W VOVN

Th




[0} Ring A
— —— Ring B8
— —Ring C
o v\
\ v
o \\
Qo \\ !
Py A
\ \\
W\
NS =
. I I
f/-ﬁv\-\ \ lnlncll

Pressure coefficient, Cp

AR e (O8]

Vb

\\\\E
\L

40 50 60 70 80 90 100
Body station, x, in.

(h) M =1.05

Figure 1l4,- Continued.

en

WY LIRFATANTYD

H2ELoV W YOVN




N |
-3

A
N

Pressure coefficient, Cp

(o] Ring A
— —+— Ring B
— — Ring G
N
[0}
ai
) [
® \\‘
0]
o [\ \\
NN o
BRI
"_____,,./ \‘\ \ Ring '
11 \
\\\\
!
\‘\\ \
LAY
B¢
Ao
\\
0 20 30 40 50 60 70 80 90 100

Body station, x, in.

(1) M = 1.10

Figure 1h.- Continued.

2HlEY W4 VOVN

3




Pressure coefficient, Cp

o Ring A

———Ring B
—— —Ring C

O
o®
el
-

)

\ll IRlngl
\
¥

] —

| ]

—
et

/’
]

emp—

p

10

20 30 40 50 60 70 80 920
Body station, x,in.

(3) M =1.20

Figure 1lhk.- Concluded.

100

WA TR ™

HeELOY WY VOVN




ant Pp-P
icient,
P

Pressures coeff

3.0

2.5

o
o

1.5

1.0

eak-pressure region,
“two-dimensional flow

b

ration pressure ratio,
two-dimensional flow

0 | 2 3 4

Mach number, M

Flgure 15.- Peak-pressure coeffleclents on the body surfece shead of the forward-facing steps
compared with two-dimensional data from reference 7.
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Figure 16.- Pressure coefficients obtained from orifices on the forward
end rearwasrd faces of ring A snd from the body orifice locations

closest to the faces of rings B and C.
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Figure 17.- Zero-lift drag coefficients as determined from the experi-
mental force data and estimated by combining the drag of the Sears-
Haack body with the pressure dreg based on the pressures acting on the

faces of the rings.

ORI,



48 ~uRT NACA RM ASTE2L

.7
.6
o
§ | ——
(&)
t .5
2
) I
ot
@
8 o9
o
S A
1S
©
~ .3 =
:'.:' —— T e
ry —(O
©
Sy
o
N2 —
< i
A | T
[ T
| m/me 0.6~ Mimes 0.8-
O——0O Experiment, reference 2
Experiment, reference ||
— — — Estimated, from step data
0]
.8 9 1.O Il 1.2

Mach number, M
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